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See Far, Go Further

HIKVISION®
TURBO HD DVIR

7200 Series

> HOMI output at up to 4K resalution
» Live view from smart device or Internet
» Two-way audio

» Multi-channelsynchronous ptayback
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Customize Motion Detection
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Customize Motion E-mail Mobile
Zones Record Alert Notification
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HIKVISION

. Power LED : Indicates if the DVR is powered on
. TX/Rx LED : Indicates if the Network is active
. StatusLED: Indicates if the Hard Drive is working

. USB Port : Connects to a USB mouse or flash drive
. Video In : Connects cameras via BNC cables

. Video Out

. HDMI Port : Connects to HDTV or computer monitor
. VGA Port : Connects to TV or computer monitor

9. Audio Out

10. Audio I/O: Connects an extra
microphone/speaker (not included)

11. LAN : Connects to your router

12. RS485: Connects to PTZ camera

13. 12V . Connects the12V DC Power Supply

14. Power . Power Switch



HIKVISION
Self-adaptive 5-in-1 DVR

You can freely enjoy five connection modes with this one muliti- functiondigital video
recorder. Analog, AHD, TVI, CVI as well as HD IP camerasare all connectable to it.
This gives you the chance to take full advantageof your old cameras or even new ones.

TVI Camera W CVI Camera Wl AHD Camera IP Camera
Max 4.0MP B Max 2.0MP Max 4.0MP Max 6.0MP

1920x1080 W | 'cc APP

HDMI
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BNC Cable

Wireless Router

Cameras

E—

Camera
Power Splitter

Camera Power
Adapter
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DS-7200HQHI-K1 SERIES

TURBO HD DVR

Key Features

« Support H.265 Pro+/H.265 Pro/H.265 video compression

« Support HDTVI/AHD/CVI/CVBS/IP video input _
« Max. 6/12/24 IP cameras input {up to 6 MP)

« Max. 800 m for 1080p and 1200 m for 720p HDTVI signal

« Upto 10 TB capacity per HDD

Compression and Recording

« H.265 Pro+ can be enabled to improve enceding efficiency and reduce data storage costs
« Full channel recording at up to 4 MP lite resolution

Storage and Playback

« Smart search for efficient playback
« Support the third party cloud storage (Dropbox/Google Drive/Microsoft OneDrive)

Smart Function

« Support multiple VCA {Video Content Analytics) events for both analog and smart IP cameras
« Support 4-ch line crossing detection and intrusica detection; DS-7216HQHI-K1 supports 1-ch sudden scene change detection

Network & Ethernet Access

« Hik-Connect & DDNS (Dynamic Domain Name System) for easy network management
« Max. 24/48/96 Mbps incoming band h and cutput limit

www.hikvision.com




Specifications
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Maodel

| DS-7204HQHI K1 | D5-7208HOHIKL | D5-7216HOHI KL

Recording

Video compression

H.266 Pro+/H.265 ProfH 265/H.264+/H 264

Encoding resolution

‘When 1080p lite mode is not enabled:

4 MP lite/3 MP/1020p/720p/MGA/WD1 /ACIF/CIF

‘When 1080p Lite mode is enabled:

4 WP lite/3 MP/1080p lite/720p lite NVGA MWD fACIF/CIF

Main stream:

‘When 1020p Lite mode not enabled:

For 4 MP stream access:

4 WP lite/@15fps; 1080p lite/720p/\WDL/MCIFAVGASCIF@25ps (P)/30Tps [N)
For 3 MF sTream aCoess: 3 MPYLOS0p, T20pVGA WD LFACIF/CIF @ L5Tps

For 1080p stream access:

Frame rate 1080p,/720p@15fps; VEAMWDLMCIF/CIF@25fps (P)/30fRs (M)
For 720p stream access: 720p/VGASWD1/4CIF/CIF@25fps [P)/30fps (N)
‘When 1080p Lite mode enabled:
4 BAP litef3 MP@15fps; 1080p litef720p lite/VGA WOL/4CIF/CIF@25fps (P]/30fps
()
Sub-stream:
WOD/ACIF@124ps; CIF@25fps (P)/30fps (N)
Video bit rate 32 Kbps to 6 Mbps
Dual stream Support
Stream type Video, Video & Audic
Audio compression G.711u
Audio bit rate 64 Kbps
Video and Audio
2-ch {up to &-ch) | 4-ch fup to 12-ch) | 8-ch [up to 24k}
IP video input Up to & MP resolution
Support H.265+/H.265/H.264 4 /H._264 P cameras
LI 4-ch | &ch [ 16-ch
Analog video input - - . -
BMC interface (1.0 Wp-p, 75 0], supporting coaxitron connection
4 MP. 3 ME 1080p30, 1080p25, 720p60, 720p50, 720p30, 720p25
HOTVI input *: The 3 MP signal input is anly available for channel 1 of DS-7204HOHI-K1, for
channel 1/2 of DS-7208HQHI-K1, and for channel 1/2/3/4 of DS-7216HOHI-K1.
AHD input 4 MP, 1080p25, 1080p30, 720p25, 720p30
HOCYI input 1080p25, 1080p30, 720p25, 720p20
CVBS input PAL/NTSC
€VBS output i-ch, BMC (1.0 Vp-p, 75 10,

resolution: PAL: 704 = 576, NTSC: 704 = 420
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HDMI/VEA output

1-ch, 1920 » 1080/80Hz, 1280 = 1024/60Hz, 1280 =
720/60Hz, 1024 = T63/60Hz

VGA: 1-ch,

1920 1080/60Hz, 1280 =
1024/60Hz,

1280 x 720/60Hz, 1024 =
768/60Hz

HOMI: 1-ch,

4K (3840 x 2160)/30Hz,
2K {2560 = 1440)/60Hz,
1920 1080/60Hz, 1280 %
1024/60Hz,

1280 x 720/60Hz, 1024 =
768/60Hz

Audio input 1-ch, RCA (2.0 Vp-p, 1 K0)

Audio output 1-ch, RCA [Linear, 1 KI})

Two-way audio 1-ch, RCA (2.0 Vp-p, 1 KQ) {using the first audio input)
Synchronous playback | 4-ch | 2-ch | 16-ch
Network

Remote connections 32 | =] | 128

Metwork protocols

TCR/IP, PPPoE, DHCP, Hik-Connect, DNS, DONS, NTE, SADP, NFS, iSCSI, UPnp™,

HTTPS, ONWVIF
1
1 il ! RI45 10M,/100M,1000M
Metwork interface 1, RU45 10M/100M self-adaptive Ethernet interface -
self-adaptive
Ethernet interface
Auxiliary interface
SATA 1 SATA interface
Capacity Up to 10 TB capacity for each disk

Serial interface

R5-485 (half-duplex)

Front panel: 1= USB 2.0

U5B interface 2IxUSB20
Rear panel: 1= USE 3.0

Alarm infout Nim
General
Power supply 12vDC
Consumption

I 26 W 275 W £25W
(without HDD}
Working temperature -10 "C to +55 °C [+14 °F to +131 °F)
Working humidity 10% to 0%
Dimensions (WxDxH) | 315 242« 45 mm (12.4 = 9.5 = 1.8 inch}
Weights (without HDD) | < 1.16 kg {2.6 Ib) | <£1.78 kg (3.9 |b) | <2 kg (4.41h)
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Physical Interfaces
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*: The rear panel of D5-7204/7208HOHI-K1 provides 4/ video input Interfaces,
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No. Description No. | Description

i VIDED [N 7 LAN Netwark Interface

2 AUDIO IN, RCA Connector ] RS-485 Serial Interface

3 AUDIO OUT, RCA Connector 9 Power Input

4 VGA Interface 10 Power Switch

5 HOMI| Interface i1 GND

B USE Interface 12 VIDEQ OUT
Available Models

D5-7204H0OHI-K1, DS-7208HOHI-K1, D5-7216HOHI-K1
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