7-STAR’

16CH AHD Smp 4mp 1080p 6 in 1 DVR video recorder
for Analog / AHD / TVI / CVI / XVI / IP Camera P2P
cctv system DVR H.264 + H.265 VGA HDMI Output
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7-STAR'

HYBRID VIDEO RECORDER
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7-STAR

VGA interface

Network Interface

Audio input
Video input
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PTZ control
Audio output USB interface
Power interface

HDMI interface




7-STAR’

H.264+H.265 Encoding
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H.265 AHD LATEST CODING
TAKE UP SPACE 40%

TAKE UP BROADHAND 40%

H. 264 MAINSTREAM CODING
TAKE UP SPACE 100%

TAKE UP BROADHAND 100%
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HYBRID VIDEO RECORDER

Support APP remote

Xmeye APP




7-STAR

/ Router

Wifi

Mobile monitoring with APP XMEye

Scan below QR code to downioad&install
XMEYE APP to your phone
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1.Downilad the app 2.Register and login in accont 3.Click"+"
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*Search for devices under the LAN



7-STAR'

Support multi languages
English, Russian, French, Spanish, Italian., Etc

General

Machine Name |LocalHost |
DVR Na. 0 |

Language ENGLISH 'I
Video Standard |{E#R3C

SHsx
Storage Full ITALIAN

Auto'Logout  (ESPANOL
Startup Wizerd |EH#&H
PYCCKWI
FRANCAIS
Deutsch

= PORTUGUE
TURKIYE:




7-STAR'

Net service

WIFI (need to use wifi adapter). PPPOE. FTP. DDNS. Cloud. etc. Support 3¢

NetServics
NelService Net Servar Info |
NTP 0: NTP:60
EMAIL 0: Your SMTP Server.25
IP FILTER 0::0:0 |
DDNS DDNS Set Invalid
FTP 0:FTP
ARSP.
IAlarmServer 0:
Wireless Config Not enabled
UPNP 0
Wifi Not'enabled
— 1 |RTSP 1: 554 ¥
Cloud Probing DNS
Mobile reported Enable
L




7-STAR

HYBRID VIDEO RECORDER

Package Included:

1 x 16ch Smp DVR

1 x USB mouse

1 x Power Adapter for DVR
1 x user manual (English)



7-STAR

Specification:

Model XVR5116N

System Main processor Hi3521A

Interface |Preview 1/4/8/9/16

Video |Codec H.264/H.265
Monitor quality ~ [VGA,HDML:HD
Preview ability 16*5M@20fps(AHD)/16*4M
Encode ability 16*5M(@ 11fps(AHD)/16*4M(@15fps(AHD)/8*3M(@18fps(AHD)/ 16*1080P(5 in 1)
Deco le ability 16*5M(@) 11fps(AHD)/16*4M@15fps(AHD)/8*3M@18fps(AHD)/ 16*1080P(5 in 1)

Multi-mode input

analog: 16*5M;

hybrid: 8*4M (analog) +8*4M network

network:4*5M;16*4M;8*3M

Motion Dctection  [Each sereen can be set to 192 (16*12) detection areas: multi-level sensitivity
can be sel (Limited local channel)
Audio  |Audio compression |GT7IIA
Intercom support
Record & (Record mode manual>alarm>motion detection>timing
playback (Local Playback 4ch(analog input mode)
Search mode Search by time, calendar, event, channel
Storage &|Video storage HDD, network
backup [Backup mode Network, USB hard disk, USB burner, SATA burner
External (Video input 16¢h BNC
Interface Video output 1ChVGA/ 1 ch HDMI
Loop Vout N/A
Audio I/0 2/1
Alarm 1/0 N/A
Network interface (RJ45 10M/100M self-adaption
PTZ Control 1*RS485;Support kind of PTZ protocols
USB 2¥USB 2.0 port
HDD 1*SATA ports
Wireless 3G/WiFi (extend via USB)
General |Power Supply 12V/5A
Power Consumption [<15W (without HDD)




