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HIKVISION.

DS-2CD2121GO-1(W)(S)
2 MP IR Fixed Dome Network Camera
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Key Features

* 1/2.8" Progressive Scan CMOS *  BLC/3D DNR/RO!
¢ 1920x1080@30fps +  Built-in micro SD/micro SDHC/micro SDXC
*  2.8/4/6 mm fixed lens card slot, up to 128 GB

* Color: 0.01 Lux @(F1.2, AGC ON),
0.028Lux @(F2.0, AGC ON);

*  H.265+, H.265, H.264+,H.264

+ 120dBWDR

* 2 Behavior analyses

www.hikvision.com
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Specifications

|

1/2.8" Progressive Scan

Min_ lHemination

Color: 0.01 Lux @(FL2, AGC ON), 0.028Lux @(F2.0, AGC ON);
B/W: 0.001 Lux @(F1.2, AGC ON), 0.0028 List @(FL.0, AGC ON), O Lt with IR

Shutter Speed 1/3 &t 1/100,000 &
Slow Shutter A

Day & Night IR Cut Filter

Digital Maise Reduction SDDNR

WDR 120 dg

3-fuis Adjustment

Pan: 0° ta 355°, tilt: 07 to 70°, rotate: 0% to 355°

Lens
Facal Length 2.8/4/6 mm
Apertura Fz.0
Focus Fixed

2.8 mm: horizantal FOV: 115%, vertical FOW: 62°, diagonal FOV: 136%
Fow 4 mem: horizontal FOV: 86°, vertical FOV: 47°, diagonal FOV: 103°

& mrm: horizontal FOW: 55°, vertical FOW: 31°, diagonal FOV: 62°
Lens Mount M12

IR Range

Upto3om

Wavelength

E50nm

Mlain stream: H.365/H_264

Audio Bit Rate |-5)
o ;

Behavior Analysis

Video Compression Sub-gtrearn: H.265/H.264/MIPEG
H.264 Type Bazeline Profile/Main Profile/High Prafile
H.264+ Bdain stream supports
H.265 Type Bain Profile
H.265+ BAain strearn Supponts
Videa Bit Rate 32 Khps to 8 Mbps
Audio Cornpression (-5) G.711/G.722.1/G.726/MP2L2/PCM
G4Kbps(E.711)/ 16Kbps(5.722.1)/ 16Kbps| G.726) 32-192Kbas(MP2L2)

Line crossing detection, intrusion detection

Region of Interest

Max. Resolution

1 fixed region far main stream

1920 = 1080

50Hz: 25fps (1920 « 1080, 1280 » 950, 1280 = 720)

Mgin Siream &0Hz: 30fas (1920 = 1080, 1280 * 950, 1380 = 720}
50Hz: 25fps (704 « 576, 640 = 480, 352 » 288, 320 = 240)
e o 60Hz: 20ps (704 « 4ED, 640 = 480, 352 = 240, 320 = 240)
Irnage Enhancement BLL/3D DMR
Image Setti Rotate mode, saturation, brightness, contrast, sharpness adjustable by client software ar web

| §

Diay/Might Switch

Day/Night/autofSchedule/Triggerad by alarm in (-5]
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Support built-in micro SOymicro SDHC/micro SDXC card (12EG), local storage and MAS (NFS,

Metwork Storage SMBJ/CIFS), ANR
Jr——" Motion detection, video tampering, network disconnected, 1P address conflict, illegal login, HDD
rm Trigger full, HOD &rror
Protocal TCPJIP, ICMP, HTTP, HTTPS, FTF, DHCP, DNS, DDNS, ATP, RTSP, KTCP, PPPOE, NTF, UPRP™, SMTF

SNMP, IGMF, 802.1¥, Cios, IPv, Bonjour

‘General Function

One-key reset, anti-flicker, heartheat, rirror, password protection, privacy mask, watermark, IP
address filter

Interface
hudio [-5)

Firnva are Version ¥33.3
AP ONVIF [PROFILE 5, PROFILE G), ISAPI
Simultaneous Live View Upto & channels

Upto 32 users
Userfiast 3':emmmnmn=mr. Operator and User
Client iWM5-4200, Hik-Connect, iVMES-5200, iVM5-4500
‘Web Browser IEB+, Chrorme 31.0-44, Firefox 30.0-51, Safari E.0+

1 input (line in}, 1 output (line aut), mono sound
Communication Interface 1 RM5 1001000 self-adaptive Ethernet port
Alarm [-5) 1input, 1 output
On-board Storage Built-in micro S0,fmicro SDHC micro SDXC slot, up to 128 GB
Resal Button Yes
‘Wireless Standards IEEE 802.11b/g/n
Frequancy Range 2.4 GHz to 2.4835 GHz
Channel Bandwidth 20/40MHz
Pratocols B02.11b: DOPSE, DEPSE, CCK

802.11g/n: 64-0AM, 16-0AM, QPSK, BPSK

64/128-hit WEP, WPANWPAZ, WPA-PSEWPAZ-PSK, WPS

11b: 11Mbps, 11g: S4Mbps, 11n: GSMbps

s0m

Yag

Austtio Sampling Rate

Operating Conditions

8 kHz/16 kH2/32 kHz/44.1 kHz48 kHz

-30 °C to +60 "C (-22 °F to +140 "F), humidity 953 or less (non-condensing]

Power Supply

12 VDL £ 25%,
PoE (BO2.3af, class 3)

Power Consumption and
Current

PoE: [802.3af, 36V-57], 0.2 A to 0.1 A, max, 6.5W
12WDC, 0.4 A, max. SW

Pratection Level IPET, IK1D

Material Front cover: plastic, base: metal

B Carnera: @ 111 = 82.4 mim (D 4.4 =327
With package: 135= 135 = 110 mim {5.3" = 5.3" = 4.3")
Carnera: approx. 497 g (1.1 k)

Weight With package: approx. 597 g (1.3 Ib.)

Available Models:

DS-2002121G0- (2.8/4/6mm), D5-2C02121G0-15 [2.8/4/6mm), DS-2C02121G0-IW (2.8/4mm),
DS-2C02121G0-IWS (2.8/dmm)
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HIKVISION

Headquartars

N0.555 Qisnmp Road, Binjiang District,
Hangzhou 310051, China

T +86-571-8807-5958
overseasbusiness@hlkvision.com

Hlkvision USA Hikvision Europe Hikvision Middie East Hikvision Russia Hikvision Indla
T+1-909 0 1 +31-23-55-42-770 T +871-4-8816086 T+7-455 -67- T+ £3900
5ales.us: com info.eu@hikvision.com

@hikvisien.com

mkvlslon France

info.as@hik

Hikvision Singapore Hikvision Canada Hikvision Korea
T +65-6684-4718 1-009 T +82-31-73
sg@hikvision.cam .](J'LS.]U:_@' &.usucm,c.;.'r sales.use{@hikvision.com <alas.kor
Mlkvls!vnAhIca Hlkvislon Hong Kang

T+27 1101 0351172 T +B52-2151-1761
sala.afric vision.com
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